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ELECTRIC FIREPLACES

INSTALLATION /OWNER’S MANUAL
PANORAMA BUILT IN DEEP SERIES

Bl-40-DEEP
(DE-190040-1)

BI-50-DEEP
(DE-190050-1)

Bl-60-DEEP
(DE-190060-1)

Bl-72-DEEP
(DE-190072-1)

Bl-88-DEEP
(DE-190088-1)

SAFETY INFORMATION

A WARNING

For your safety, always comply with all
warnings and safety instructions
contained in this manual to prevent
personal injury or property damage.

Do not store or use gasoline or other flammable vapors

and liquids in the vicinity of this appliance.

INSTALLER: LEAVE OWNER’S MANUAL WITH THE APPLIANCE.

CONSUMER: RETAIN OWNER’S MANUAL FOR FUTURE REFERENCE.

WARNING: This product can expose you to chemicals including
Lead in the wiring, which is [are] known to the State of California
to cause birth defects or other reproductive harm. For more

information visit: www.p65warnings.ca.gov <s p®
C

Version:202210
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IMPORTANT INSTRUCTIONS

PLEASE RETAIN THIS USER GUIDE FOR FUTURE REFERENCE

When using electrical appliances, basic precautions should always be followed to reduce the

risk of fire, electric shock, and injury to persons, including the following:

1)
2)

3)

8)

9)

Read all instructions before using this fireplace

The fireplace is hot when in use. To avoid burns, do not let bare skin touch hot surfaces.
Keep combustible material such as furniture, cushions, bedding, paper, clothes, curtains
at least 3 feet from the front of the unit

Extreme caution is necessary when any heater is used near children and whenever the
unit is left operating and unattended.

Do not operate a fireplace with a damaged cord or plug, or if the heater has
malfunctioned, the fireplace has drooped or damaged in any manner

Not all fireplaces are suitable for use in bathrooms or laundry facilities. Please consult
with individual product literature to confirm suitability

Do not run the cord under carpeting. Do not cover cord with throw rugs, runners or the
like. Arrange the cord away from traffic area and where it will not be tripped over

Do not modify this fireplace. Use it as described in the manual. Any other use not
recommended by the manufacture may cause fire, shock or injury to persons

Do not use this heater with programmer, timer, separate remote-control system or any
other device that switches the heater on automatically, since a fire risk exists if the heater
is covered or positioned incorrectly

Disconnect all power supply before cleaning, maintenance or relocation of the fireplace

10)Keep the heater clean. Do not allow any objects to enter any ventilation or exhaust

opening as this may cause electric shock, fire or damage to the heater

11)Do not immerse the cord, plug or any part of the appliance in water or any other liquid

12)In order to avoid a hazard due to inadvertent resetting of the thermal cut-out, this

appliance must not be supplied through an external switching device
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UNPACKING AND TESTING APPLIANCE

Carefully remove the appliance from the box.

Prior to installing the appliance, test to make sure the appliance operates properly by
plugging the power supply cord into a conveniently located 120 Volt grounded outlet.

Test all aspects of its operation (manual switches, remote and heater) to make sure all
components operate correctly.

As with most electronic devices, your new electric fireplace has been designed to operate at
temperatures between 5 C (41°F) and 35 C (95°F"). During the cold winter months, allow the
fireplace to reach room temperature before turning it on.

NOTE: There may be trace of odor during the first few minutes of initial use. This is
harmless, normal and will never occur again.

GROUNDING APPLIANCE

This appliance is for use on 120 Volts. The cord has a plug as shown in (A). An adapter as
shown in (C) is available for connecting three-blade grounding type plugs to two-slot
receptacles. The green grounding lug extending from the adapter must be connected to a
permanent ground such as a properly grounded outlet box. The adapter should not be used if
a three-slot grounded receptacle is available.

To disconnect appliance, turn controls to off, then remove plug from outlet.
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LOCATING THE FIREPLACE

Plan where to locate and frame the fireplace. This will save time and money later when you

install the fireplace. Before installation consider the following:

1. Where the fireplace is located must allow for wall and ceiling clearances

2. Consider a location where the fireplace screen will not be exposed to direct sunlight from
windows or doors.

3. A 15 ampere, 120 Volt, 60 Hz branch circuit with proper ground must be available at the
location. Preferably a dedicated branch circuit should be provided to avoid circuit
breakers to trip of fuses to blow.



BI-40-DEEP (DE-190040-1)

Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1500W Max

NO HEATER 28.6W

MOTOR HEATER 19w

Appliance Width

385/8” or98.1 cm

Appliance Height

235/8” or 60 cm

Appliance Depth

125/8” or 32.2 cm

Gross Weight 94.6lbs or 43kg
Plug Location Left side

Cord Length 70 7/8” or 180 cm
Rough Wall Opening Size | 40” X 25“ or

101.6cmX 63.5cm

This appliance has been tested in
accordance with the UL Standard 2021 for
fixed and location dedicated electric room
appliances in the United States and Canada.
If you need assistance during installation,
please contact your local dealer.

NOTE: This appliance must be
electrically wired and grounded in
accordance with local codes. In the
absence of local codes, use the current
CSA C22.1 Canadian Electrical Code in
Canada or the ANSI/NFPA 70 National
Electrical Code in the United States.
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Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1500W Max
NO HEATER 33.6W
MOTOR HEATER 19w

Appliance Width

48 5/8” or 123.5cm

Appliance Height

235/8” or 60 cm

Appliance Depth

12 5/8” or 32.2 cm

This appliance has been tested in
accordance with the UL Standard 2021 for
fixed and location dedicated electric room
appliances in the United States and Canada.
If you need assistance during installation,
please contact your local dealer.

NOTE: This appliance must be
electrically wired and grounded in

Gross Weight 110Ib_s or 50kg accordance with local codes. In the
Plug Location Left S""je absence of local codes, use the current
Cord Length _ 70 78" or 180 cm CSA C22.1 Canadian Electrical Code in
Rough Wall Opening Size | 50"} 25“ or Canada or the ANSI/NFPA 70 National
172cm X 63.5cm Electrical Code in the United States.
BTU 5118
'O”
]
€| €| €
£E| E| €
S| 81| 8
2| &
100 I\D_’OO NI
B 451" [1149mm] 112" [302mm]
£ 4 8
;%o 482" [1235mm] 122" [322mm]
495" [1249mm]




<5;(0;% 9% ;/00(0; :
Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1500W Max
NO HEATER 36.6W
MOTOR HEATER 19w

Appliance Width

58 5/8” or 148.5 cm

Appliance Height

235/8” or 60 cm

Appliance Depth

12 5/8” or 32.2 cm

Gross Weight 127.6lbs or 58kg
Plug Location Left side

Cord Length 70 7/8” or 180 cm
Rough Wall Opening Size | 60”7 X 25“ or

152.4cmX 63.5cm

This appliance has been tested in
accordance with the UL Standard 2021 for
fixed and location dedicated electric room
appliances in the United States and Canada.
If you need assistance during installation,
please contact your local dealer.

NOTE: This appliance must be
electrically wired and grounded in
accordance with local codes. In the
absence of local codes, use the current
CSA C22.1 Canadian Electrical Code in
Canada or the ANSI/NFPA 70 National
Electrical Code in the United States.
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Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1500W Max
NO HEATER 41.4W
MOTOR HEATER 19w

Appliance Width

72 1/8” or 183.2cm

Appliance Height

235/8” or 60 cm

Appliance Depth

12 5/8” or 32.2 cm

Gross Weight

156.2lbs or 71kg

Plug Location

Left side

Cord Length

70 7/8” or 180 cm

Rough Wall Opening Size

73 1/2” X 25“or
186.7cm X 63.5cm

BTU

5118

This appliance has been tested in
accordance with the UL Standard 2021 for
fixed and location dedicated electric room
appliances in the United States and Canada.
If you need assistance during installation,
please contact your local dealer.

NOTE: This appliance must be
electrically wired and grounded in
accordance with local codes. In the
absence of local codes, use the current
CSA C22.1 Canadian Electrical Code in
Canada or the ANSI/NFPA 70 National
Electrical Code in the United States.
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Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1500W Max
NO HEATER 45.2W
MOTOR HEATER 19w

Appliance Width

88 5/8” or 225.2 cm

Appliance Height

235/8” or 60 cm

Appliance Depth

12 5/8” or 32.2 cm

Gross Weight

195.8Ibs or 89kg

Plug Location

Left side

Cord Length

70 7/8” or 180 cm

Rough Wall Opening Size

89 1/4” X 25“or
226.7cmX 63.5cm
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optional trim
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framing plate




framing plate
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PANORAMA COVER INSTALLATION

Make sure install the pan-cover when the fireplace used outdoors.
Remove the cover from the packaging.

The handles will need to be attached to the
cover with the provided hardware as shown in
fig. 1

First, place a plate washer and then a spring
washer on the screw as shown in fig. 2

Fig 2

Affix the handles to the front of the cover using
the prepared screws. Fig. 3

Fig 3

Fig 4
Insert the assembled cover onto the unit as
shown in Figs. 4 and 5

Fig5
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Glass nuggets, clear glass
clear and diamond shaped media

DESIGN-MEDIA-OAK-10PCE

Fire Glass Media-Log Installation

1. Take off the front clear glass. There is a
bracket which hold the front glass.It is
show as below. Unscrew the screw and
take off the bracket. Turn around and
insert to the gap. It can hook the glass
and pull out the glass.

Front clear glasss

2. Installing the fire glass media. Pour the

fire glass media into the tray as shown
below. Feel free to use any combination
of fire glass media that you find most
appealing

3.Put back the front glass and screw back
the bracket.
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EXPLODED VIEW




TROUBLE SHOOTING

PROBLEM

POSSIBLE CAUSE

SOLUTION

Dim or no flame

Flame LED’s are burnt out

Inspect the LED’s and replace them if
necessary.

Ember bed is
glowing or dimming

not

Ember LED’s are burnt out

Inspect the ember bed LED’s and
replace them if necessary.

Appliance turns off and
will not turn on

Appliance has overheated and
safety device has caused the
thermal switch to disconnect

Turn off the main switch, allow
appliance to cool for 10 minutes, then
turniton.

House circuit breaker has

tripped

Reset house circuit breaker.

Appliance’s fuse has blown

Replace the fuse.

Appliance will not come
on when switch is
flipped to ON

Appliance is not plugged into an
electrical outlet

Check plug and plug in.

Appliance has overheated and
safety device has caused the
thermal switch to disconnect

Turn off the main switch, allow
appliance to cool for 10 minutes, then
turniton.

Circuit board is burnt out

Inspect the circuit board and replace
it if necessary.

No warm air coming out
of appliance

Heater is burnt out

Inspect the burner and heater
assembly and replace it if necessary.

Flame sputters

Flame motor is defective.

Call a qualified service technician and
replace flame motor.

Remote Control does

not work.

Low batteries.
Unit switch in “O” position.

Replace AAA batteries in remote
control.

Turn the switch in “I” position.

Flame is fixed.

Wiring may be loose or the
flame motor may be defective.




SERVICE HISTORY

This heater must be serviced annually depending on usage.

Date

Dealer
Name

Service
Name

technician

Service Performed

Special Concerns

NOTES:




ELECTRIC FIREPLACE WARRANTY

FOR PRODUCTS MANUFACTURED AFTER JANUARY 1, 2016

APPLICATION OF PROVINCIAL AND STATE LAW

This limited warranty gives you speciee legal rights, and you may also have other rights which vary from jurisdiction to jurisdiction.
The provisions of the United Nations Convention on Contracts for the Sale of Goods shall not apply to this limited warranty or the sale
of products covered by this limited warranty.

GENERAL
Amantii reserves the right to make changes at any time without notice, in design, material, specibcations, prices and the right to
discontinue styles and products.

GLASS
This limited warranty does not apply to the following glass products:
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