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SAFETY INFORMATION

A WARNING

If the information in these instructions
are not followed exactly, a fire or
explosion may result causing property
damage, personal injury or loss of life.

Do not store or use gasoline or other flammable vapors
and liquids in the vicinity of this or any other

INSTALLER: LEAVE THIS MANUAL WITH THE APPLIANCE.
CONSUMER: RETAIN THIS MANUAL FOR FUTURE REFERENCE.

WARNING: This product can expose you to chemicals including
fji Lead in the wiring, which is [are] known to the State of California

to cause birth defects or other reproductive harm. For more
information visit: www.p65warnings.ca.gov sp@)
C

Version:202306
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UNPACKING AND TESTING APPLIANCE

Carefully remove the appliance from the box.

Prior to installing the appliance, test to make sure the appliance operates properly by plugging
the power supply cord into a 120 Volt grounded outlet.

Test all aspects of its operation (manual switches, remote and heater) to make sure all
components are operating correctly.

As with most electronic devices, your new electric fireplace has been designed to operate at
temperatures between 5 C (41°1") and 35 ‘C (95°T). During the cold winter months, allow the
fireplace to reach room temperature before turning it on.

NOTE: There may be trace of odor during the first few minutes of initial use. This is
harmless, normal and will never occur again.

GROUNDING APPLIANCE

This appliance is for use on 120 Volts. The cord has a plug as shown in (A). An adapter as
shown in (C) is available for connecting three-blade grounding type plugs to two-slot
receptacles. The green grounding lug extending from the adapter must be connected to a
permanent ground such as a properly grounded outlet box. The adapter should not be used if a
three-slot grounded receptacle is available.

To disconnect appliance, turn controls to off, then remove plug from outlet.

Cover of Grounded

(( Outlet Box :
\, . e
\\.»* r/*- (i If}l IR
5| Metal \r_‘ﬁ,
T aw Screws 17—
Grounding Pin | | =/ I'
AlE]
Adapter <]lio]

A\
L\ o
= o
-

&
Groundi né
Pin. -4

Grounding ‘r\I‘_ﬁ
Means ___—»

&

f= =)
\

1RWH $GDSWRU DUH 127 IRU XVH LQ &DQDGD

LOCATING THE FIREPLACE

Plan where to locate and frame the fireplace. This will save time and money later when you

install the fireplace. Before installation consider the following:

1. Where the fireplace is located must allow for wall and ceiling clearances

2. Consider a location where the fireplace screen will not be exposed to direct sunlight from
windows or doors.

3. A 15 ampere, 120 Volt, 60 Hz branch circuit with proper ground must be available at the
location. Preferably a dedicated branch circuit should be provided to avoid circuit breakers
to trip of fuses to blow.



SYM-34-XT (SM-T190034-1)

Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1200W Max
NO HEATER 15.7W Max
MOTOR HEATER 19W

Appliance Width

32 3/8” or 82.3 cm

Appliance Height

20 1/8 " or 51 cm

Appliance Depth

11 3/4” or 29.74 cm

Gross Weight

74.96 Ibs or 34 kgs

Plug Location

Left side

Cord Length

70 7/8” or 180 cm

Rough Wall Opening
Size

327/8"x 20 1/2” or
83.5cmx 52.27 cm

BTU

4095

This appliance has been tested in accordance
with the UL Standard 2021 for fixed and location
dedicated electric room appliances in the United
States and Canada. If you need assistance
during installation, please contact your local
dealer.

NOTE: This appliance must be electrically
wired and grounded in accordance with local
codes. In the absence of local codes, use the
current CSA C22.1 Canadian Electrical Code
in Canada or the ANSI/NFPA 70 National
Electrical Code in the United States.
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SYM-42-XT (SM-T190042-1)

Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1200W Max
NO HEATER 20.5W Max
MOTOR HEATER 19W

Appliance Width

42 1/4” or 107.2 cm

Appliance Height

20 1/8 " or 51 cm

Appliance Depth

11 3/4” or 29.74 cm

Gross Weight

94.8 Ibs or 43 kgs

Plug Location

Left side

Cord Length

70 7/8” or 180 cm

Rough Wall Opening
Size

42 3/4”x 20 1/2“ or
108.59 cmx 52.27 cm

BTU

4095

This appliance has been tested in accordance
with the UL Standard 2021 for fixed and location
dedicated electric room appliances in the United
States and Canada. If you need assistance
during installation, please contact your local
dealer.

NOTE: This appliance must be electrically
wired and grounded in accordance with local
codes. In the absence of local codes, use the
current CSA C22.1 Canadian Electrical Code
in Canada or the ANSI/NFPA 70 National
Electrical Code in the United States.
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SYM-50-XT (SM-T190050-1)

Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1200W Max
NO HEATER 24 .5W Max
MOTOR HEATER 19W

Appliance Width

50 1/4” or 127.6 cm

Appliance Height

20 1/8 " or 51 cm

Appliance Depth

11 3/4” or 29.74 cm

Gross Weight

108.03 Ibs or 49 kgs

Plug Location

Left side

Cord Length

70 7/8” or 180 cm

Rough Wall Opening
Size

50 3/4"x 20 1/2° or
128.9 cmx 52.27 cm

BTU

4095

This appliance has been tested in accordance
with the UL Standard 2021 for fixed and location
dedicated electric room appliances in the United
States and Canada. If you need assistance
during installation, please contact your local
dealer.

NOTE: This appliance must be electrically
wired and grounded in accordance with local
codes. In the absence of local codes, use the
current CSA C22.1 Canadian Electrical Code
in Canada or the ANSI/NFPA 70 National
Electrical Code in the United States.
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SYM-60-XT (SM-T190060-1)

Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1200W Max
NO HEATER 25.7W Max
MOTOR HEATER 19W

Appliance Width

60 1/4” or 153 cm

Appliance Height

20 1/8 " or 51 cm

Appliance Depth

11 3/4” or 29.74 cm

Gross Weight

127.87 Ibs or 58 kgs

Plug Location

Left side

Cord Length

70 7/8” or 180 cm

Rough Wall Opening
Size

60 3/4”x 20 1/2“ or
151.88 cmx 52.27 cm

BTU

4095

This appliance has been tested in accordance
with the UL Standard 2021 for fixed and location
dedicated electric room appliances in the United
States and Canada. If you need assistance
during installation, please contact your local
dealer.

NOTE: This appliance must be electrically
wired and grounded in accordance with local
codes. In the absence of local codes, use the
current CSA C22.1 Canadian Electrical Code
in Canada or the ANSI/NFPA 70 National
Electrical Code in the United States.
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SYM-74-XT (SM-T190074-1)

Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1200W Max
NO HEATER 28W Max
MOTOR HEATER 19W

Appliance Width

74 1/4” or 188.5 cm

Appliance Height

20 1/8 " or 51 cm

Appliance Depth

11 3/4” or 29.74 cm

Gross Weight

156.53 Ibs or 71 kgs

Plug Location

Left side

Cord Length

70 7/8” or 180 cm

Rough Wall Opening
Size

74 3/4”x 20 1/2“ or
189.87 cmx 52.27 cm

This appliance has been tested in accordance
with the UL Standard 2021 for fixed and location
dedicated electric room appliances in the United
States and Canada. If you need assistance
during installation, please contact your local
dealer.

NOTE: This appliance must be electrically
wired and grounded in accordance with local
codes. In the absence of local codes, use the
current CSA C22.1 Canadian Electrical Code
in Canada or the ANSI/NFPA 70 National
Electrical Code in the United States.
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SYM-88-XT (SM-T190088-1)

Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1200W Max
NO HEATER 30W Max
MOTOR HEATER 19W

Appliance Width

88 1/4” or 224.1 cm

Appliance Height

20 1/8 " or 51 cm

Appliance Depth

11 3/4” or 29.74 cm

Gross Weight

182.98 Ibs or 83 kgs

Plug Location

Left side

Cord Length

70 7/8” or 180 cm

Rough Wall Opening
Size

88 3/4”x 20 1/2“ or
225.43 cmx 52.27 cm

This appliance has been tested in accordance
with the UL Standard 2021 for fixed and location
dedicated electric room appliances in the United
States and Canada. If you need assistance
during installation, please contact your local
dealer.

NOTE: This appliance must be electrically
wired and grounded in accordance with local
codes. In the absence of local codes, use the
current CSA C22.1 Canadian Electrical Code
in Canada or the ANSI/NFPA 70 National
Electrical Code in the United State
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SYM-100-XT (SM-T1900100-1)

Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1200W Max
NO HEATER 31W Max
MOTOR HEATER 19W

Appliance Width

100 1/4” or 254.6 cm

Appliance Height

20 1/8 " or 51 cm

Appliance Depth

11 3/4” or 29.74 cm

Gross Weight

205.03 Ibs or 93 kgs

Plug Location

Left side

Cord Length

70 7/8” or 180 cm

Rough Wall Opening
Size

100 3/4"x 20 1/2“ or
255.9 cmx 52.27 cm

BTU

4095

This appliance has been tested in accordance
with the UL Standard 2021 for fixed and
location dedicated electric room appliances in
the United States and Canada. If you need
assistance during installation, please contact
your local dealer.

NOTE: This appliance must be electrically
wired and grounded in accordance with
local codes. In the absence of local codes,
use the current CSA C22.1 Canadian
Electrical Code in Canada or the
ANSI/NFPA 70 National Electrical Code in
the United States.
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FOR BATHROOM USE

If this unit is installed in a bathroom it must be protected by a GIF receptacle or circuit. If
receptacle is used it must be readily accessible.

To prevent electric shock, please be aware that this unit is an electrical appliance that is
NOT watertight and must be installed as to prevent water from entering unit. This must be
installed away from shows, tubs, etc. Never locate fireplace where it may fall into a bathtub
or other water container.

All wiring connections to line power shall be in accordance with local building code

requirements. Inquires about local codes and regulations must be done prior to installation.

POWER SUPPLY WIRE SPECIFICATIONS

120Volt, 60Hz, 1200 Watts:

(ref. Page 19)

Hard Wire Connection — Use two conductor, non-metallic sheath cable with
ground wire (total three wires) for the incoming power supply. The wire used
must conform to local and national electrical codes for the specified power

consumption rating. See Table 1.

240Volt, 50-60Hz, 2400 Watts:

(ref. Page 21)

Hard Wire Connection — Use three conductor, non-metallic sheath cable with
ground wire (total four wires) for the incoming power supply. The wire used
must conform to local and national electrical codes for the specified power

consumption rating. See Table 1.

Power Supply Wire Gage
Voltage Wire Gage Fuse
120V 14 GA. 15 AMP
240V 14 GA. 20 AMP

Table 1

13



OUTDOOR INSTALLATIONS

Side of
Fireplace B

L// 14
N N

The overhang (A) must extend at least 1/2 the roof-line height (B).
Height is measured from the base of the fireplace.

For example: if the roof-line (B) is 8 above the base of the fireplace,
the overhang (A) must be at least 4'.
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INSTALLATION- BUILT-IN
NOTE: Due to the many different materials used to build walls, it is highly recommended that

you consult your local builder before you install this appliance on a wall.

Preparation

1. Select a location that is not prone to moisture and is located at least 0.91m or 3 feet away
from combustible materials such as curtains, drapes, furniture, bedding, paper, etc.

2. Mark the desired location on the floor and store the appliance in a safe, dry and dust free
place.

3. Prepare a wall with a framed opening to accommodate the size of your unit. Leave at
least 1/4” (6mm) around the edge of the appliance. Any new wiring must be done in
compliance with local and national codes and other applicable regulations.

Prior to installing, test the appliance to make sure the appliance is fully operational by

plugging the power supply cord into a 120 Volt grounded outlet.

The rough wall opening size of the fireplace:

T
oty e T B T
i

.

FLDDﬁH\*é-MTn. 25 ¢m
100n

.l

o

INSTALLATION
1. Unscrew 4 screws and take off the trim. (NOTE: Keep hold of the front glass as it may fall

down automatically when the trim is removed.)

Screws ORFDWHG KHUH

Magnetic stones | RFDWHG KHUH
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2. When the trim is removed, take off the front glass panel.

3. Unscrew the 2 screws located on each side and take off the inner side steel panels.

Inner side panels\“\



4. Put the trim back onto the appliance and fasten with screws.(NOTE: This step is to make
sure that the fireplace fits the wall opening well and there is no gap between the trim and
the wall after installation)

/

5. Put the fireplace into the wall opening and fix it to the wall by screwing 2 screws each
side.

S H F Xtbeppliance onto the wall



6. Remove the trim following STEP 1. Screw back the inner side steel panels.

Screw back the inner side panels
that you removed at STEP 3.

\

7. Put back the front glass panel and screw back the trim after you finish the media
decoration.
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1. 120V, SYM-34/42/50-XT only
Turn off the appliance completely and let cool before servicing. Only a qualified service

person should service and repair this electric appliance.

" HS #
%E&Y% ' & ($% #)H + CH (HE& %&% ' &
% -

1. Remove the cover plate from the left side of the appliance by removing the two screws,
as shown below. Unscrew and remove power cord.

2. Attach the wiring to the junction block. Please make sure the live wire goes into the “L”, the
neutral wire into “N” and the ground wire into “G”.

3. Return the cover plate to the left side and screw the two screws back in to fasten the plate.

19



2. 120V, SYM-60/74/88/100-XT only
2.1 WIRING DIAGRAM

Wiring diagrams are provided here for reference purposes only. This information is also provided on

schematics attached directly to the appliance on the top left corner.

CAUTION: LABEL ALL WIRES PRIOR TO DISCONNECTION WHEN SERVICING CONTROLS.
WIRING ERRORS CAN CAUSE IMPROPER AND DANGEROUS APPLIANCE OPERATION.

VISO( 1, *+7
758< [,*+7

[000 ¢ coopgoco co0e 00 000 G0 GO e G0O 0 600

=

[cxx)oooo@ooo 000 *000 000 000 OO0 e 000 000

* 000)

L1=BLACK(POWER)
L2=ORANGE(POWER)
G=GREEN(GROUND)
N=WHITE(COMMON)
N1=BLUE(COMMON)

o« OO0

OO0
D e DD ¢ QDD

2000 «

N2=BLUE(COMMON)

)I$0( 02725

1 %/8(

1 %/8(

I %I$&.

I 2581%(

2.2 WIRING

See Power Supply Specifications N Q WHITE N
on Page 14. BLUE N1
BLUE N2

120 VAC

L1 n P L1

C} ORANGE L2
G @ YELLOW AND GREEN GROUND
GROUND
120V 1200W

IF THE APPLIANCE IS TO BE HARD WIRED IN, THE POWER CORD MUST BE

REMOVED (SEE INSTRUCTION #1 ON PAGE 20)
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3. 240V, SYM-60/74/88/100-XT only
3.1 WIRING DIAGRAM

Wiring diagrams are provided here for reference purposes only. This information is also provided on

schematics attached directly to the appliance on the

top left corner.

CAUTION: LABEL ALL WIRES PRIOR TO DISCONNECTION WHEN SERVICING CONTROLS.
WIRING ERRORS CAN CAUSE IMPROPER AND DANGEROUS APPLIANCE OPERATION.

)Is0( [, *+7

75%< [,*+7

LI66; 2

[ooo-(x:cwooo' OCO e GO0 GO0 GO0 GO0 e 00O coozocoo(x:ol

[ooooooo@ooo OO0 e 000 OO0 000 OO e OO OO0

L1=BLACK(POWER)
L2=ORANGE(POWER)
G=GREEN(GROUND)
N=WHITE(COMMON)

Qe

F@@@-D@@@ o OO0 "« OOCHE

a3

N1=BLUE(COMMON)
N2=BLUE(COMMON)

i
i
} 1 %/8(

I %I$&

I 2581%(

3.2 WIRING
See Power Supply Specifications N g WHITE
on Page 14. 1 120 VAC Q BLACK
12 120 VAC [; oRANGE

BLUE

ﬂ BLUE

G YELLOW AND GREEN

GROUND
240V 2400W

N

L1

L2

N1
N2

GROUND

IF THE APPLIANCE IS TO BE HARD WIRED IN, THE POWER CORD MUST BE
REMOVED (SEE INSTRUCTION #1 ON PAGE 20)
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MEDIA OPTIONS

Clear glass

DECORATIVE MEDIA INSTALLATION

Unscrew 4 screws and take off the trim. (NOTE: Keep hold of the front glass as it may fall

down automatically when the trim is removed.)

Screw locations ==

Magnetic stone locations

INSTALLING THE DECORATIVE MEDIA
Add your choice of decorative media into the tray. Feel free to use any combination of media

including logs and/or the fire glass media that you find most appealing. Replace the glass

and surround after media installation.
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EXPLODED VIEW
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TROUBLE SHOOTING

PROBLEM

POSSIBLE CAUSE

SOLUTION

Dim or no flame

Flame LED’s are burnt out

Inspect the LED’s and replace
them if necessary

Back black cloth is falling off
and roll the flicker

Change a new flicker and back
black cloth

Ember bed is not
glowing or dimming

Ember LED’s are burnt out

Inspect the ember bed LED’s and
replace them if necessary

Appliance turns off
and will not turn on

Appliance has overheated
and safety device has
caused the thermal switch to
disconnect

Turn off the main switch, allow
appliance to cool for 10 minutes,
then turn it on

House circuit breaker has
tripped

Reset house circuit breaker

Appliance’s fuse has blown

Replace the fuse

Appliance will not
come on when switch
is flipped to ON

Appliance is not plugged into
an electrical outlet

Check plug and plug in

Appliance has overheated
and safety device has
caused the thermal switch to
disconnect

Turn off the main switch, allow
appliance to cool for 10 minutes,
then turn on

Circuit board is burnt out

Inspect the circuit board and
replace if necessary

No warm air coming
out of appliance

Heater is burnt out

Inspect the burner and heater
assembly and replace if
necessary

Flame sputters

Flame motor is defective

Call a qualified service technician
and replace flame motor

Remote Control does
not work

Low batteries
Unit switch in “O” position

Replace AAA batteries in remote
control
Turn the switch in “I” position

Flame is fixed

Wiring may be loose or the
flame motor may be
defective
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SERVICE HISTORY

This heater must be serviced annually depending on usage.

Date

Dealer
Name

Service
Technician Name

Service
Performed

Special Concerns

NOTES:
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WARRANTY APPLICATION & EXCLUSIONS

This limited warranty applies to your newly purchased Amantii electric feplace; the limited warranty’s application is limited to
purchases made in anyprovince of Canadaor in any of the 52 States of the United States of America, including the District of
Columbia. Only the original purchaser of the product is eligible for coverage under this limited warranty; the warranty is not
transferable.

PRODUCTS EXCLUDED FROM THIS LIMITED WARRANTY
Light bulbs are not covered by this limited warranty and are the sole responsibility of the owner/purchaser.

WARRANTY COVERAGE AND TERM

Products covered by this limited warranty have been tested and inspected prior to shipment and, subject to the
provisions of this warranty, Amantii warrants such products to be free from defects in material and workmanship for a period
of two (2) years from the date of the bst purchase of such products.

The limited two (2) year warranty period for products also applies to any implied warranties that may exist under
applicable law. Some jurisdictions do not allow limitations on how long an implied warranty lasts, so the above limitation
may not apply to the purchaser.

All other warranties—expressedor implied—with respect to the product, its components and accessories or any obligation/
liabilities on the part of Amantii are hereby expressly excluded.
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LIMITATIONS TO COVERAGE UNDER LIMITED WARRANTY

This limited warranty does not apply to products that have been repaired, except by Amantii or its authorized ser-
vice representatives, or otherwise altered. This limited warranty further does not apply to defects resulting from misuse,
abuse, accident, neglect, incorrect installation, improper maintenance or handling, or operation with an incorrect power
source. Products made by other manufacturers, sold with the product or thereafter, are not covered by this limited warranty.
The use of unauthorized components will render this warranty null and void.

PANORAMA OUTDOOR UNITS
All Panorama units that are installed outdoors or in moisture intense conditions must use the stainless steel cover. Proof of
purchase of the cover is required for any warranty claims.

SERVICE UNDER LIMITED WARRANTY )

Defects must be brought to the attention of Amantii Technical S % % xlgyicontacting Amantii at (L 3ceeee3calR ve afic
502-1027 Davie Street, Vancouver, BC V6E 4L2. Please have yoysroof of purchase, catalogue/model and serial numbers
available when calling; any and all service under the limited warranty requires a proof of purchase of the product.

DEFECTS

Should a product or part covered by this limited warranty be proven to be defective, in material or workmanship, and during the
two (2) year limited warranty period, Amantii will replace such defective product or part without charge. If Amantii is unable to
replace such product, or if replacement is not commercially practicable or cannot be timely done, in its sole discretion Amantii
may, in lieu of replacement, choose to refund the purchase price for such product or part.
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